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SPECIFICATIONS, STANDARDS AND SPECIAL PROVISIONS

ALL REFERENCES TO STANDARD SPECIFICATIONS IN THESE GENERAL NOTES SHALL BE INTERPRETED 7O
MEAN THE “STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION” ADOPTED BY THE
ILLINOIS DEPARTMENT OF TRANSPORTATION, JANUARY 1, 2012 AND THE “SUPPLEMENTAL SPECIFICATIONS
AND RECURRING SPECIAL PROVISIONS”, IF ANY, ADOPTED JANUARY 1, 2012,

ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE STANDARD SPECIFICATIONS; THE LATEST
EDITION OF THE “MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES FOR STREETS AND HIGHWAYS”
(AUTCDY; THE DETAILS IN THE PLANS AND THE SPECIAL PROVISIONS, AND IDOT STANDARD DRAWINGS
AS LISTED IN THE CONTRACT DOCUMENTS.

AlLL REFERENCES TO “ENGINEER’ SHALL BE INTERPRETED AS THE RESIDENT ENGINEER.

NON-SPECIAL WASTE

THE GENERAL CONTRACTOR IS REQUIRED TO HIRE AN ENVIRONMENTAL FIRM WITH AT LEAST FIVE ()
DOCUMENTED “LEAKING UNDERGROUND STORAGE TANK” (LUST) CLEANUPS, OR THAT IS PREQUALIFIED
IN HAZARDOUS WASTE B8Y THE ILLINOIS DEPARTMENT OF TRANSPORTATION TO REMEDIATE ON-SITE

SOIL CONTAMINATION AND MONITOR FOR WORKER PROTECTION. REFER TO THE SPECIAL PROVISIONS,

STAKING
ALL-RADII FOR PROPCSED CURS AND GUTTER ARE TO THE EOCE OF PAVEMENT UNLESS OTHERWISE NOTED.

THE STATION/OFFSET/ELEVATION NOTED FOR ALL DRAINAGE STRUCTURES LOCATED IN THE CURB LINE
REFER TO THE POSITION OF THE ADJACENT PROPOSED EDGE OF PAVEMENT. THE CONTRACTOR SHALL BE
RESPONSIBLE FOR DETERMINING THE OFFSET NECESSARY FOR EACH STRUCTURE TO SET THE FRAME AND
GRATE IN THE PROPER LOCATION. ALL OTHER STRUCTURES ARE DIMENSIONED TQ THE CENTER OF
STRUCTURE. ’ '

THE ELEVATIONS INDICATED ON THE PLANS ARE FINISHED GRADES OR PROPOSED PAVEMENT GRADES,
UNLESS OTHERWISE NOTED.

TREE_REMOVAL, CLEARING AND HEDGE REMOVAL

ALL TREES DESIGNATED TO BE SAVED SHALL BE PROTECTED IN ACCORDANCE WITH THE PROVISIONS
0f ARTICLE 201.05 OF THE STANDARD SPECIFICATIONS. WORK SHALL BE PAID FOR USING PAY [TEMS
PROVIDED IN THE PLANS.

THE CONTRACTOR'S SPECIAL ATTENTION IS REQUIRED TO PRESERVE AS MANY TREES, SHRUBS, AND BUSHES
AS POSSIBLE DURING THE CONSTRUCTION OF THE IMPROVEMENT. PLAN QUANTITIES FOR TREE REMOVAL
HAVE BEEN BASED ON REMOVAL OF TREES WITHIN THE CONSTRUCTION LIMITS. THIS QUANTITY MAY BE .
REDUCED OR INCREASED DURING CONSTRUCTION AT THE DISCRETION OF THE ENGINEER.

CLEARING SHALL CONSIST OF THE REMOVAL AND DISPOSAL OF ALL OBSTRUCTIONS SUCH AS FENCES,
WALLS, FOUNDATIONS, BUILDINGS, ACCUMULATION OF RUBBISH OF WHATEVER NATURE, EXISTING
STRUCTURES AND ITEMS AS INDICATED IN THE PLANS HEREIN. FOR ALL LOGS, SHRUBS, BUSHES,
SAPLINGS, GRASS, WEEDS AND OTHER VEGETATION AND STUMPS LESS THAN 6 INCHES IN DIAMETER.
CLEARING WILL NOT BE MEASURED FOR PAYMENT, )

UTILITIES

PRICR TO THE START OF THE CONSTRUCTION OPERATIONS, THE CONTRACTOR SHALL COORDINATE
CONSTRUCTION ACTIVITIES WITH UTILITY COMPANIES. THE LOCATION OF PUBLIC OR PRIVATE UTILITIES
SHOWN ON THE PLANS ARE APPROXIMATE AND THE VILLAGE AND ENGINEER DOES NOT GUARANTEE THEIR
ACCURACY. THE CONTRACTOR WILL BE REQUIRED TO ASCERTAIN THE EXACT LOCATION OF SUCH UTILITIES
AND EXERCISE CARE DURING CONSTRUCTION OPERATIONS SO AS NOT 7O DAMAGE THEM IN AGCORDANCE
WITH THE SPECIAL PROVISIONS AND ARTICLE 107.31 OF THE STANDARD SPECIFICATIONS. THE CONTRACTOR
SHALL BE RESPONSIBLE FOR CONTACTING THE OWNERS OF ALL EXISTING UTILITIES SO THAT THEIR
FACILITIES MAY BE LOCATED AND ADJUSTED OR MOVED. -

BEFORE STARTING ANY. EXCAVATION, THE CONTRACTOR SHALL CALL. “JULIE” AT 1-800-892-0123 FOR
FIELD LOCATIONS OF BURIER ELECTRIC, TELEPHONE, GAS, WATER, SEWER, AND CABLE TELEVISION
FACILITIES. (48 HOURS NOTIFICATION IS REQIHRED.)

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION OF ALL ABOVE AND BELOW GROUND
UTILITIES EVEN THOUGH THEY MAY NOT BE SHOWN ON THE PLANS. ANY UTILITY THAT IS DAMAGED
DURING CONSTRUCTION SHALL BE REPAIRED OR REPLACED TO THE SATISFACTION OF THE ENGINEER.
THIS WORK SHALL BE AT THE EXPENSE OF THE CONTRACTOR.

ANY EXISTING OR PROPOSED SEWER DAMAGED BY THE CONTRACTOR DURING CONSTRUCTION SHALL BE
REPLACED BY THE CONTRACTOR .TO THE SATISFACTION QF THE ENGINEER, NO ADDITIONAL COMPENSATION
SHALL BE PAID FOR THIS WORK,

SIGNING, STRIPING & LANDSCAPING

THOSE SIGNS WHICH ARE SO DESIGNATED BY THE ENGINEER SHALL BE REMOVED, STORED AND
SUBSEQUENTLY RELOCATED BY THE CONTRACTOR AT NO ADDITIONAL COST TO THE CONTRACT.
IN ADRITION, ANY SIGNS WHICH ARE DAMAGED DURING CONSTRUCTION OPERATIONS BEYOND
REPAIR SHALL BE REPLACED IN KIND BY THE CONTRACTOR TO THE SATISFACTION OF THE
ENGINEER IN ACCORDANCE WITH ARTICLE 107.25 OF THE STANDARD SPECIFICATIONS.

WHEN DIRECTED BY THE ENCINEER, SUPPLEMENTAL WATERING SHALL BE APPLIED TO ALL
SCDDED AREAS PRIOR TO FINAL ACCEPTANCE AT A RATE SPECIFIED BY THE ENGINEER AND IN
ACCORDANCE WITH THE STANDARD SPECIFICATIONS AND SPECIAL PROVISIONS.

THE CONTRACTOR SHALL ADHERE TO LIMITS OF RESTORATION SHOWN. AREAS OUTSIDE THESE
LIMITS THAT ARE DAMAGED OR DISTURBED BY THE CONTRACTOR, SHALL BE RESTORED BY
THE CONTRACTOR AT HIS EXPENSE, AND NQO ADDITIONAL COMPENSATION WILL BE ALLOWED.

CENERAL NOTES

WHERE SECTION, SUBSECTION, SUBDIVISION OR PROPERTY MONUMENTS ARE ENCOUNTERED, THE
ENGINEER SHALL BE NOTIFIED BEFORE SUCH MONUMENTS ARE REMOVED. THE CONTRACTOR SHALL
PROTECT AND CAREFULLY PRESERVE ALL PROPERTY MARKERS AND MONUMENTS UNTIL THE OWNER,

AN AUTHORIZED SURVEYOR, OR AGENT HAS WITNESSED OR OTHERWISE REFERENCED THEIR LOCATION.

WHEN ARTIFICIAL LIGHTING IS UTILIZED IN NIGHT OPERATIONS, THE CONTRACTOR SHALL EXERCISE
THE UTMOST PRECAUTIONS IN PREVENTING ADVERSE VISIBILITY TO THE MOTORING PUBLIC
ADJOINING RESIDENTIAL AREAS.

PROTECTIVE COAT SHALL BE APPLIED IN ACCORDANCE WITH ARTICLE 420.18 OF THE STANDARD
SPECIFICATIONS TO CONCRETE MEDIAN SURFACES AND ALL EXPOSED SURFACES OF CURBS AND
GUTTERS. ANY PART OF THIS ITEM CAN BE DELETED OR ANOTHER ADDED AT THE OISCRETION OF
THE ENGINEER. )

INDEX OF STATE STANDARDS

00000106
280001-06
424001-06
442201-03
602001-02
602301-Q3
602401-03
602406-05
602501-02
602601-02

10 FOOT TRANSITIONS SHALL BE USED TO MATCH PROPOSED ITEMS OF WORK TO EXISTING ITEMS
IN THE FIELD. UNLESS OTHERWISE SHOWN, THE TRANSITIONS SHALL BE PAID AT THE CONTRACTOR
UNIT PRICE FOR THE PROPOSED ITEM OF WORK SPECIFIED.

604001-03
606001-04

701501-06

A SAW CUT SHALL BE REQUIRED TO THE FULL DEPTH AT THE JOINT BETWEEN THE PAVEMENT,
SIDEWALK, CURB AND GUTTER, MEDIAN, DRIVEWAY PAVEMENT, HOT-MIX ASPHALT SURFACES

TO BE REMOVED AND THAT LEFT IN PLACE OR AS DIRECTED 8Y THE ENGINEER. THIS WORK SHALL
NOT BE PAID FOR SEPARATELY BUT SHALL BE INCLUDED IN THE COST OF THE REMOVAL ITEMS,

701602-05
701606-08
701701-08
701801-05

FOR WORK OUTSIDE THE LIMITS OF BRIDGE APPROACH PAVEMENT, ALL REFERENCES IN THE

HIGHWAY STANDARDS AND STANDARD SPECIFICATIONS FOR REINFORCEMENT, DOWEL BARS AND .
TIE BARS IN PAVEMENT, SHOULDERS, CURB, GUTTER, COMBINATION CURB AND GUTTER AND MEDIAN,
AND CHAIR SUPPORTS FOR CRC PAVEMENT, SHALL BE EPOXY COATED UNLESS NOTED ON THE FLAN,

INDEX_OF DISTRICT ONE STANDARDS

ORAWING HILE
BOOI DRIVEWAY DETAILS - DISTANCE BETWEEN R.O.W. AND
CURB OR EOGE GREATER THAN OR EQUAL TO- 4.5 M 15 FT.)
BDO2  DRIVEWAY DETAIL - DISTANCE BETWEEN R,O.N. AND FACE
OF CURB IS GREATER THAN 4.5 M {15 FT.)
BDOS CONCRETE MEDIAN TYPE SB (DOWELLED) AND
CORRUGATED MEDIAN . (MODIFIED)
8007 STORM SEWER CONNECTION TO EXISTING SEWER
8008 FRAMES AND LIDS ADJUSTMENT WITH MILLING; AND
FRAMES AND LIDS ADJUSTMENT WITHOUT MILLING
BDI1Z MANHOLE WITH BESTRICTOR PLATE ’
8022 PAVEMENT PATCHING FOR HMA SURFACED PAVEMENT
8p48 PCC PAVEMENT ROUNDOUTS AT CURB & GUTTER
BE220  ELECTRIC SERVICE INSTALLATION AERIAL, REMOTE DISCONNECT
BE230  COMBINATION LIGHTING 8 TRAFFIC POLE MOUNTED ELECTRIC SERVICE BOX DETAILS
BE300  LIGHT POLE FOUNDATION, CONCRETE. ¢=35 FT. MH. {1} 1/2" B.CJ
BE30l  LIGHT POLE FOUNDATION, CONCRETE, <=35 FT. MMH. (5" B.C.
BE403  LIGHT POLE, ALUMINUM, TRUSS TYPE, 30 FT. MM.
BE702  MISCELLANEOUS DETAILS, SHEET A - CABLE SPLICE. POLE WIRING, TRENCH DETAIL
BEBOO  TEMPORARY LIGHTING
BESOI  TEMPORARY AERIAL CABLE INSTALLATION
TC10 TRAFFIC CONTROL AND PROTECTION FOR SIDE ROADS,
INTERSECTIONS AND DRIVEWAYS
€13 DISTRICT 1 TYPICAL PAVEMENT MARKINGS
TC14 TRAFFIC CONTROL AND PROTECTION AT TURN BAYS (TO REMAIN OPEN TO TRAFFIC)
116 PAVEMENT MARKING LETTERS AND SYMBOLS FOR TRAFFIC STAGING
TC22 ARTERIAL ROAD INFORMATION SIGN
TC26  ORIVEWAY ENTRANCE SIGNING
TS02  MAST ARM MOUNTED STREET NAME SIGNS
7505 STANDARD TRAFFIC SIGNAL DESIGN DETAILS

701801-02
720001-01
720006-03
72001t-01
720016-03
729001~01
780001-03
78100t-03
805001-01
814001-02
814006-02
857001~01
873001-02
876001-02
877001-05
877011-05
878001-09
880001-01
880006~01
886001-01
886006-01

STANDARD SYMBOLS, ABBREVIATIONS AND PATTERNS

TEMPORARY EROSION CONTROL SYSTEMS

CURB RAMPS FOR SIDEWALKS

CLASS C AND 0 PATCHES

CATCH BASIN, TYFE A

INLET, TYPE A

MANHOLE, TYPE A

MANHOLE, TYPE A, 1.Bm (72') DIAMETER

VALVE VAULT, TYPE A

PRECAST REINFORCED CONCRETE FLAT SLAB TOP

FRAME AND LIDS, TYPE 1

CONCRETE CURB TYPE B AND COMBINATION CONCRETE CURB AND GUTTER
URBAN LANE CLOSURE, 2L, 2W, UNDIVIDED

URBAN LANE CLOSURE, MULTILANE, 2W WITH BIDIRECTIONAL LEFT TURN LANE
URBAN LANE CLOSURE, MULTILANE, 2W WITH MOUNTABLE MEDIAN

URBAN LANE CLOSURE, MULTILANE INTERSECTION

- STDEWALK CLOSURE OF CAOSSWANL LoSukE.

TRAFFIC CONTROL DEVICES
SIGN PANEL MOUNTING DETAILS
SIGN PANEL ERECTION DETAILS
METAL POSTS FOR SIGNS, MARKERS AND DELINEATORS
MAST ARM MOUNTED STREET NAME SIGNS
APPLICATIONS OF TYPES A AND B METAL POSTS (FOR SIGNS & MARKERS)
TYPICAL PAVEMENT MARKINGS
TYPICAL APPLICATIONS RAISED REFLECTIVE PAVEMENT MARKERS
ELECTRICAL SERVICE INSTALLATION DETAILS

HANDHOLES
DOUBLE HANDHOLES
STANDARD PHASE DESIGNATION DIAGRAMS AND PHASE SEQUENCES
TRAFFIC SIGNAL GROUNDING AND BONDING ‘
PEDESTRIAN PUSH BUTTON POST
STEEL MAST ARM ASSEMBLY AND POLE 16° THROUGH 55'
STEEL COMBINATION MAST ARM ASSEMBLY AND POLE 16' THROUGH 55'
CONCRETE FOUNDATION DETAILS
SPAN WIRE MQUNTED SIGNALS AND FLASHING BEACON INSTALLATION
TRAFFIC SIGNAL MOUNTING DETAILS — £8ST & SRACKET Monnil
DETECTOR LOOP INSTALLATIONS
TYPICAL LAYOUT FOR DETECTION LOOPS
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